
1 – 10 GHz LISN
by Gaul TEMPEST Consulting Services LLC

Type N to 
Banana 
Adapter
For EUT Power 
Interface

Banana /Binding 
Post For Input 
Power

Ground 
Strap SMA for 

Receiver 
Interface

• 10 Amp Capability
• 120 Vac or 200 Vdc Max Voltage
• VSWR < 3:1
• Insertion Loss < 5 dB
• Isolation Between Input Power and Receiver >50 dB
• Includes Type N to Banana Adapter

Gaul TEMPEST Consulting Services LLC
1241 W. Lobster Trap Drive

Gilbert, AZ 85233
480-223-7368

Cage Code 80KU3         http://www.tabargaul.com/tempest/ 8/22/2021 Rev. C

Price is $4,500 per LISN (two are recommended).  
Gaul TEMPEST Consulting can accept purchase 
orders or credit cards.   Price includes free shipping.

WARNING: This device contains live 
terminals capable of lethal shocks. 
Therefore, it is imperative to provide 
additional measures safeguarding 
against direct or indirect contact of 
exposed terminals by the user. 

This device meets most 
leakage current safety 
requirements of <0.5 mA 
and is unlikely to trip a 
GFCI. Before using the 
LISN, a secure ground 
connection must be made 
to the LISN’s ground strap.

http://www.tabargaul.com/tempest/
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Typical Insertion Loss for 1 -10 GHz LISN
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Typical VSWR for 1 - 10 GHz LISN


